
Proflush® Professional

Long Life 400

Long Life 400 is a non acidic pH neutral 
sludge remover and the first chemical of its 
kind to react with COLD water.  Specifically 
designed to remove sludge, scale and debris 
in both newly fitted and aged central heating 
systems. This product is for use with or 
without Powerflushing equipment to restore 
efficiency to a heating system. 

Long Life 400n 100g sachets once mixed with 
1L of water is capable of dealing with up to 
100L of system water. (Roughly a 10 radiator 
system). If a high circulation pump is used, 
there is no need to dilute the product. 

Why buy the Long Life 400

To order your Proflush Machine call us now on 01942 722 677

www.proflush.co.uk 13/14 Kingfisher Court, Bryn, Wigan, WN4 9DW
01942 722677           01942 271316           info@proflush.co.uk

Sludge
Remover
Long Life 400 is a non acidic pH neutral sludge
remover and the first chemical of its kind to react with 
COLD water.  Specifically designed to remove sludge, 
scale and debris in both newly fitted and aged central 
heating systems.

This product is for use with or without Powerflushing 
equipment to restore efficiency to a heating system. 
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Instructions for use

Reacts with cold water
Tried and tested by
plumbers worldwide
Requires less storage space

Works with all
Powerflushing machines
Treats up to 100 litres
of system water

Removes sludge and
debris from new and
existing systems

REACTS WITH COLD WATER 
eliminating the need to
pre-heat your Powerflushing
machine or central heating 
system 

Safe to use with all metals
and plastic
pH Neutral
Ready to use in minutes once
mixed with water
Non-acidic
Boosts systems efficiency
and performance

For further information please visit
www.proflush.co.uk
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Step 1
Add powder to water

Step 2
Shake or stir until powder
dissolves. (Approx 2-3 minutes)

Step 3
Pour mixture into machine

Step 4
Pour mixture into radiator or other 
recommended metods

or
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REACTS WITH COLD WATER 
eliminating the need to pre-heat your 
Powerflushing machine or central 
heating system 

Removes sludge and debris from new 
and existing systems. 

Safe to use with all metals and plastics

Ready to use in minutes once mixed 
with water

pH Neutral

Boosts systems efficiency and 
performance

Main Selling Points:Application:

Long Life 400 can be used to one of two ways:

1.   �Long Life 400  can be used along side a 
Powerflushing machine to remove sludge 
and debris from a new or existing central 
heating system.

2.   �Long Life 400 can be introduced directly into 
the full system by pouring you mixture into 
the Header Tank, Inline Mag Filter or though 
the Air Valve of the Radiator.
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